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SERVICE INFORMATION

GENERAL

® Avoid spilling gasoline, brake fluid, solvent, etc. on the windscreen.

Do the exhaust system whil it s hor.

TORQUE VALUES

Fairing bracket bolt 30-40 N-m (3.0-4.0 kg:m, 22-29 ft1b)
Headlight bracket nut 8-12N-m (0.8-1.2 kgm, 6-9 ft-Ib)

Windscreen scr 1-2N:m (0.1-0.2 kgm, 0.7—1.5 frlb)
I serew 7-11 Nem (0.7-1.1 kgm, 5-8 fr.1b)

 joi 23-27 N-m (23-2.7 kgm, 17-20 ft1b)

Exh mount bolt 24-30 N-m (24-3.0 kgm, 17-22 ft.lb)

Exhaust silencer mount bolt 24-30 N-m (2.4-3.0 kgm, 17-22 fuib)
Exhaust silencer joint nut 10-14 Nem (1.0-1.4 kgm, 7-10 felb)
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SIDE COVERS
REMOVAL
Release the seat lock with the ignition key and remove the
.
Remore the rearcow bltsan the e
Remove the right and left frame side cover screws
ol e froat of the gt ane sl caver 1> o the mount
from the grommet.
amoe he gt rame s out by diding it o the ra 0
rles i o the e hook o the
Pl he front an ear of the ot frome e cowr 10 ree he
b s il g i
INSTALLATION
Install the side covers in the reverse order of removal

FAIRING

LOWER COWL REMOVAL

" cow

Remove the two lower cow screws
i ugir s SRS
Remove the lower cow!

FAIRING REMOV.

A
Disconnect the headlight and position light wire connectors.

Diconnect the turnsignal wis connctor
ve the turn signal mount bolts and the turn signals.

(@G TYPE (1) BOLTS
ONLY | §==]
| S Y2 @sear

i ntan of (&

couL 0L <
[ \ I5) RIGHT $10E COveR
3 RN 6) Hook

_{7) SILENCER _

(2) LOWER cowL
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we the rearview mirror mount nuts, rubbers and the
rearview mirrors,

SIDE COVERS/FAIRING/EXHAUST CHAMBERS

(1) REARIVER MIRROS
Vi)

Remove the two headlight bracket nuts
Remove the fairing

(1) HEADLIGHT
BRACKET NUT]

FAIRING BRACKET REMOV.

ovethe wir hames o he faling bracker,
s il kil

move the bolts mounting the fairing to the frame and
remove the fairing

FAIRING ERACKET/FAIR\NG/LOWER cowL
INSTALLA

Installation is essentially the reverse of removal
wﬂ all fasteners to the specified toraue.
mmus BRACKET
N-m (3.0-4.0 kg, 22-29 ftb)
WEADLIGHT BRACKET RO
8-12\-m (0.8-1.2 kym, 6-9 feib) (2) FAIRING
LOWER COWL SCREW. BRACKET
7-11 Nem (0.7-1.1 kg-m, 5-8 ftb) -
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WINDSCREEN REPLACEMENT

Remove the rearview mirror (page 1

Ramovs the windscsen by wmrwmg the screws, nuts and
e,

Il o e windkcsan o the aing and ien i it

ol serews and

TORQUE: 1-2 N-m (0.1-0.2 kg-m, 0.7-1.5 kg-m)

- Take care not 1o scratch or score the windscreen

Install the rearview mirros and attach a caution label in place

EXHAUST CHAMBERS/ SILENCERS

Do not service the exhaust system while it i hot.

No. 1 AND No. 3 REMOVAL
Remove the lower cow! (page 15-2).
Remove the exhaust chamber joint nuts.

Rem hambar and encar maunting botsand
meexﬂausxchamhe- with the silen

Rermov the slence joint nuts and saperats the slncer from
the chamber.

No. 2 REMOVAL

Remove the seat and !ume me covers (page 15-2)
Remove the fuel tank (pa

i biodiodhid ol joint nuts.

(1) WINDSCREEN (2) CAUTION LABEL

®

(1) JOINT NUTS
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move the exhaust

hamber avd lencer mount ot snd
remove the chamber wi

jith the silenc

Beraoee th s kit e o S 5 S B
the chamber

INSTALLATIO!

N
Loosely install the silencer onto the chamber with a new
gasket

NOTE

[~ Aiways replace the gasket with a new one whenever the|
mnce- joint nuts are loosened. B

Consect

chamber it with o e ot gmint
n Toesay st he i  bolts.

T 0 s e bt meanawmg sequence:

1. Tighten the exhaust chamber joi

TORQUE: 23-27 Nom (23-2.7 kq-m, 17-20 feib)
2. Tighten the exhaust chamber mount bolts.

UE: 24-30 Nom (2.4-3.0 kg'm, 17-22 ftdb)
3. Tighten the silencer joint nuts.

TORQUE: 1014 Nem (1.0-1.4 kgrm, 7-10 ftdb)
4. Tighten the silencer mount bolts.
E: 24-30 Nem (2.4-3.0 kg'm, 17-22 frib)

Start the engine and check for exhaust gas leaks.
Install the removed parts in the reverse order of removal

(1) SILENCER

(2) JOINT NUT

ok

(1) JOINT
T

HIIOINTS 16) SILENCER
MOUNT

(3) CHAMBER
MOUNT BOLT

(2) JOINT
NUT
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