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SERVICE INFORMATION

GENERAL
.

@ Remove the battery from the motorcycie for charging.
® The battery on mu mmnrcycle is a sealed type. Do not try to remove the filler hole caps even during charging. Do not use
a non-sealed batter ment.

+ Do not smoke, and keep flames or sparks away from the charging battery. The gas produced by a battery will explode
if a flame or spark is brought near.

cauTion
- For battery charging, do not exceed the charging current and time specified on the battery (and shown below). Use of

SPECIFICATIONS

TTEM SPECIFICATIONS

oty T G v A —]

[“Grargingcorent 0.5 for siow charge, 5A for quick charge

[ Charging time. 5 hours for slow charge, 30 minutes for quick charge _
Voltage regulator T regula i
Alternator capacity 160W/5,000 min” rpm)
Aernator output | Crargingstat 850 min” (rpm)

3,000 min”(rpm)
| 15,000 min” (rpm)
‘ [ T65Amx st 10000 mi om

TORQUE VALUES

Left crankcase cover bolt 7-11 Nom (0.7-1.1 kg:m, 58 ftib)
Flywheel bolt 90-100 N-m (9.0-10.0 kg, 6572 ftlb)
Stator mounting bolt 10-14 Nm (1.0-1.4 kg-m, 7-10 frlb)
TOOLS

Special

Digital multi-tester 07411-0020000

Common

Rotor puller 07733-0020001

Universal holder 07725-0030000
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TROUBLESHOOTING

No current
Dead bat
2 i o
Z Battery sttt
= Bty ity sl
Charging system failure.
Batry cable dsconneces
e burned out.
Iynmnn switch faulty.

Battery connection loose.
Charging system failure.
Regulator/rectifier faulty.

Intermittent current
Charging system connection loose.

Lighting system loose connection or short circuit.
Ignition system connection loose

Shaies s Sy
i loose, broken or shorted.

Reg i wv/vzc(mzv faulty.

Alternator fault
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BATTERY

REMOVAL/INSTALLATION

Remove the left side cover

(1) NEGATIVE TERMINAL) POSITIVE TERMINAL

Diconset e otin et cable, then the positive cable,
and remove the bats

Install the battery in the reverse order of removal

INSPECTION
Disconnect the negative cable from the battery terminal :
Measure the battery voltage using the digital voltmeter
VOLTAGE: ot hersed: 1201329
charged: Below 12.3V

CHARGING

Remove the batte

Connact the charg postive () wire to the batery it (4
terminal and the charger negative (~) wire to the battery
negative () terminal as shown.

Keep flames and sparks away from the charging batte
T power ONJOFF a1 the charser ot at e ey
L erminats

e

| . Foe batvey, g, o wor encosd e chwgbe
current and time specified on the battery. Using
excesive current or extending the charging time may
damage the battery.

Chargingcurment: 054 lslwuh el

Charging time: 5 hwn [
30 minuter otk o amm

Measure the battery voltage after 30 minutes of charging
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CHARGING SYSTEM
CURRENT TEST

NOTE

+ Be sure the battery is in good condition before perform.
ing this test

Warm up the engine.

e AL
older cover

Connect the positive wire of an ammeter to the battery
guee sl and, . et e 1 the Ve hiross

Start the enine gradualy inresse enine spsed ond rend he
mster snd volomatsr. The: ampoce and voltage should be
ore har O and 1415

18t redings do ot et thespciiator,chack the wirs
onnection and repair if n 1 the wires are in
g iy cnndmon Teplace the requlatorrecifer wih 8 new one
and r
It the resdings st do ot mestth secifications,parform the
alternator output tes
ALTERNATOR OUTPUT TEST
Warm up the engine.
e the seat and left side c:

Fiindiiey Taulato racifer coupler (4P

Remove the red/black wire from the ncunler and reconnect

the coupler.

Connect an ammeter in the same way as for the current
test

St the anion e grcaly incsem the ngk spaed s
read the ammeter and voltm:

B 1300 | 3000 X
min rrij >
['s-10a | 115a | 125A

max min. min.

Current

ALTERNATOR INSPECTION
NOTE

Thiud e be done without removing the stator from
the

Disconnect the stator coupler.

eck the continuity between the yellow wires and gror

There ihoc b contimity botween the yellow wives, i
continuity between each yellow wire and ground.

Refer to page 16-6 for stator replacement.

(1) HECULATORRECTIF IER COUPLERN
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REGULATOR/RECTIFIER INSPECTION
Remove the left side cover.

Disconnect the  regulator/rectifier 3P
check for continuity between the term

\d 4P couplers and
s,

"1t el o r ot it ground fen-
metr, The opposite remlts wl bo cbmined whon o
negative ngnd ohmmeter

NORMAL DIRECTION: CONTINUITY

[POSITIVE PROBEINEGATIVE PROBE|
YELLOW

(1) NORMAL DIRECTION

YELLOW

REVERSE DIRECTION: NO CONTINUITY

[ POSITIVE PROBENEGATIVE PROBE|
INSPECTION [ 1 | GREEN |  vELLOW

TERMINAL [ VeLiow

(2) REVERSE DIRECTION

ALTERNATOR REMOVAL

Rt it 0 Wt Mo,
move the owl (section 15).
syl peiny

.‘m ALTERNATOR COUPLERS]

Remove the bolts and left crankcase cover.

4

k\ (1) LEFT CRANKCASE COVER
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Hold the flywheel with the universal holder and remove the
bolt

Remove the flywheel using a rotor puller.

Remove the pulse generator 107 0.2 g
Remove the stator bolts and stz

ALTERNATOR INSTALLATION

Instal in the everse order of removal.

Tighten the stator bolts

TORQUE: 10-14 Nem (1.0-1.4 kg, 7—10 ftb)

Install the pulse generator for No. 2 cylinder.

Install the woodruff key into the crankshaft and install the
flywheel by aligning its keyway with the key in the crankshaft,
Hold the flywheel with the universal holder and tighten the
flywheel bolt.
TORQUE: 90100 N-m (8.010.0 kg'm, 6572 ft-Ib)
Install the left crankease cover and tighten the bolts.

UE: 7-11 Nom (0.7-1.1 kg-m, 58 ftb)
Install the left side cover and seat.
Install the lower cow! (section 15).

(3) UNIVERSAL HOLDER .
077250030000

(3) UNIVERSAL HOLDER|
077250030000
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