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SERVICE INFORMATION

GENERAL
The igniton timing cannot be adjusted. If the ignition timing i incorrct, inspect the CDI units and pulse generators and
eplace any faulty parts.

® Some wires have different colored bands around them near the connector. These are connected to other wires which
sorwpsnd whi the band cole

® Al plas

o A contioiny chck can usuall be made without removing the part from the motorcycle. Simply disconnect the wires and
oac 3 coninuty s o vlt b 9 the et o conosctons

mrs curmmm’v teser i uaful when checking 10 find cut whether or ot ther s n slectrial connction betwsen the
poin bbbl i b i alseshert ity pstchsger
o o ing

SPECIFICATIONS

ITEM [ SPECIFICATION
Spark plug/Gap NGK l BRBES,BRIES/0.7-0.8 mm (0.028—0.031 in)
10EV/0.5-0.6 mm (0.020-0.024 in)
NO wuesn UWZTESR-U/0.T-08 mm OZ8-003T
| W31ESR.GU/05-06 mm (00200024 n)
Tonition timing -  BTDC/1,300 min ™ upmx
etard range 0-14° BTDC
Retard start 7,000 min™ (rpm) -
Tgnition coilresistance | _Primary [ otsehmzio%
Secondary | With plogcap 91 k ohme & 10%
Without plugcap | 4.1 k ohms £ 10%
Puise generator Coil resistance - 200 ohms * 10%
ir gap 0.5 mm (002 n)
Exciter coil resistance | _BI/Y—BI/O 21-29 ohms.
BIN=G 250-351 ohms -
TOOLS
‘Special
CDI tester adaptor 075080012000
COI tester adaptor 075080012800
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TROUBLESHOOTING

No spark at plug
Spark plug faulty.

- Wire m\ycam\e:\ed ke o
— Betweer

weer
Srmren e ool and sk o
Tgnition switc ch fal
2. it ol y
~ CDI unit faulty.
. P\Aegeneramv faulty,

Engine starts but turns poorly
foitionprimary it
" gniion coau
Y o et oo of b
~ Ignition switch poorly contacted.
e

~ COI unit faulty.
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IGNITION COILS () scRew

REMOVAL

5).
Disconnect the ignition coil primary wires and spark plug cap
from the spark plug.

Remove the screw and ignition coil.

(3) PRIMARY WIRES!

0. 2, No. 3 IGNITION COIL
Romora e ast and right ot i cowrs i 18)
Remove the fairing and fuel tank (page 4

Remove the heat insulator.

Disconnect the fnion coil primary wires and spark plug caps
from the spark pl

Remove the screws and ignition coils.

INSTAL

LATION
Install the ignition coil in the reverse order of removal.

INSPECTION [ Aciov @ ISNITION COIL TESTER
PERFORMANCE TEST e
Check the gntion i ignition coil tester

NOTE
[ Follow the tester manufacturer’s instructions.

1 sparks fail to jump across the electrodes in the tester inspec-
tion window, replace the ignition coil with a new or

(ev/2v m INShECTION

SWITCH

_(8) BLACK

WIRE (-}
;E:E\m BLACK wmz )

(7) RED WIRE (+)

(8) RED WIRE (+]
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© CONTINUITY TEST
Measure the resistance between the primary. wire terminals.
RESISTANCE: 0.18 ohm *
NOTE
e continuity test is a rough test. To check the
\gnmon coil more carefully, carryout the perfor
mance tst (page 17-3)

Muiuve the secondary coil resistance with the plug cap in

RESISTANCE: 9.1 k ohms + 10%

f the reading is not within the specification, remove the
sk lup cap from the ok plug lead and masmre the
resistance of the secondary coi

RESISTANCE: 4.1k ohms £ 10%

CDI UNITS

REMOVAL

Remove the seat, right and left side covers and fuel tank
age 4:5).

(1) No.1/No.3 CDI UNIT | (2) No.2 CDIUNIT

(pi

Femove the hest inmiate, isconnact the CDI unit couplers
and remove the CO! unit

INSPECTION

© PERFORMANCE TEST

Inspect the COI units with the CDI tester

NOTE

[ Follow the COI tester manufacturer's instructions.

* For the No. 1/No. 3 CDI unit, use the adapts

075080012500 and for he No. 2 CDI un, e he 1) COI TESTER
adaptor 07508-0012800.

T3
U U (2) ADAPTOR FOR
Connect the adaptor to the CDI unit and COI tester. No.1/No.

& oo o 07508-601290¢
TESTERSWITCH | COI UNIT coruNIT g (3) ADAPTOR FOR
POSITION Goop FAULTY = No.2 CDI UNIT
T, OFF No spark TER-0020
2p No spark -

3 Ext No spark Sparks jump

40N Sparks jump No spark

5 on2 Sparks jump Nospark |

Replace the CDI unit with a new one if necessary.
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PULSE GENERATORS
INSPECTION
NOTE

This test can b- performed Wi e pue. genrsir
installed in the

Remove the left side cover and d
coupler (4P).

‘onnect the pulse generator

Measure the resistance between the terminals
o, 11No. 3 uise gerat: Yoow Grae

No. 2 pulie generator

RESISTANCE: 200 ohms +

Check for continuity between each wire and ground.
‘There should be no continuity.
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REMOVAL
Remove the left side cover and disconnect the pulse generator
coupler.

Remove the left crankcase cover (page 16.5)

Remove the screws and pulse generators.

INSTALLATION
Install the pulse generator in the reverse order of removal
caution -

- Do not interchange the No. 1/No. 2 mae senerator
(Yellow and Green wires) and No. 2 pulse generator

(Blue and Green wires) when intallng.

AIR GAP INSPECTION

Check the clearance between the pulse generator and flywheel.
AIR GAP: 0.5 mm (0.02

EXCITER COIL
‘NOYE

This test can be performed with the stater installed in
| the engine.
[ the engi

Remove the left side cover and disconnect the exciter coil
coupler.
Measure the resistance between the terminals.
RERSTANGE
(Greon-Black/Yellow) 259 -
n.w. ek vetom Secutons

29 ohms

Refer to page 166 for stator replacement.

(1) No.1/No.3 PULSE GENERATOR "R R

T EXCITER COIL COUPLER.
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