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SERVICE INFORMATION

GENERAL
. q ps the frame.
+ Carburetor + Reed valve
- Oil pump + Cluteh
* Cooling system + Kick starter
* Cylinder head + ldier shaft
* Cylinder + ATACsystem
- Piston

floor
© The oil Dumn and water pum are malled under e anine. Take care ot 10 damege them when removing and nstllng
heengin

o engine.
SPECIFICATIONS

Engine dry w 47kg (1036 1b)

Trammion o capacity 20thar (21 USat 1.8 \mp at) after d\smzmb\y

1.8liter (1.9 US qt, 1.6 Imp qt) vma
Coolantcapacity  Engine and radintor  1.660m? (56,1 US oz, m
Reserve tank 25am 93 s 67 Impon)

TORQUE VALUES

Engine mounting bolt 35-45 N-m (3.5-4.5 kg:m, 25-32 ftIb)
Engine hanger plate bolt 24-30 Nom (2.4-3.0 kg'm, 17-22 ft1b)
Sub frame mounting bolt 24-30 Num (2.4-3.0 kgim, 1722 feb
36-45 Nom (35-4.6 kg, 2632 fuib) Usnut
Sub frame mounting socket bolt 24-30 N-m (24-3.0 kg'm, 17-22 ftIb)
Engine stopper link bolt 50-60 N-m (5.0-6.0 kg-m, 36-43 ft.Ib)
Exhaust chamber 23-27 Nom (23-2.7 kgm, 17-20 ftdb)
Exhaust chamber mounting bolt 24-30 N-m (2.4-3.0 kg:m, 17-22 ft1b)
haust silencer mounting bolt 24-30 N-m (24-3.0 kgm, 17-22 ftib)
Fuel tank rear mount it 20-24 N-m (2.0-2.4 kgm, 15-17 ftib)
Rear axle nut 80-100 N-m (8.0-10.0 kg:m, 58-72 ftib)
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ENGINE REMOVAL

(1] SOLENOID COUPLE Q|
Remne e following
t 20 rame s cones ection 15

~ Toe tak (poge 4.3
 Taring oot 1

xhaust chamber (section 16).

air cleaner case (page 4-5).
~ carburetor (page 4.6)
~ radiator (page 11-5).
~ No. 3 cylinder spark plug cap.
Disconnect the primary wires from the No. 1 ignition coil

isconnect the ATAC solenoid wire coupler. e (31 No. 1 IGNITION COIL

Disconnect the temperature ser. or wire from the sensor

Riacan PRimARY wgEs
LR R ———

Disconnect the ol inlet line from the oil pump.
NOTE

+ Pinch the oil inlet line with a tube clip to prevent oil
from flowing out, or drain the oil into a clean container.

Disconnect the pulse generator and alternator wire couplers.

Ml (2) ALTERNATOR COUPLERS
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mean

AXLE NUT

Loosen the drive chain adjuster lock nut, adjusting bolts and
rear axle nut and move the rear wheel forward to loosen the

(1) CHAIN ADJUSTING
e o BOLT

Femove he gessift pedl by removingthe bt -
(2) LEFT CRANKCASE
the left crankcase rear cover by removing the three
Remor ar cover by removing the s

Remove the engine stopper link bolt.
Remove the drive sprocket cover by removing the bolt.

ENGINE
STOPPER LINK

Remove the drive sprocket bolts.
Remv th fxing poe b torming t30°
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Remove the drive sprocket.

Loosen the clutch cable lock nut and adjusting nut and remove
the cable from the clutch arm and cable bracket

(2) CLUTCH CABLE
fL_BRACKET

(4) NEUTRAL SWITCH
CONNECTOR

Place a floor jack or other .m“mw support under the engine. TENGIHENANGER
Remove the five sub frame mot its PLATE BOLTS
Removethe three angine meunting nuts from the bolts

e sub frame.
Remove the engine hanger plate by removing the two bolts
Pull the three engine mounting bolts out
Remove the engine from the right side taking care not to
‘damage the wires and harnesses.

(4) SUB FRAME
BOLTS
—

(2) ENGINE
MOUNTING BOLTS
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MOUNTING RUBBER INSPECTION
Remove the thrust mounting rubbers, mounting collars and
mounting rubbers from the engine mounting pivots.

Check the mounting rubbers and collars for deterioration or
other damage and replace if necessary.

ENGINE INSTALLATION

Ineaht the mounting colls . rubbcs it sngon
mounting pivor

Engine installation is essentially the reverse of removal.

NOTE
[ Be careful not to damage the threads of the stud
bolts

Make e tht e angon mounting colas aod
spaers are vl rope

- Take o

age " ihe wires and harnsses

ting rubbers are pro.
pery sated bafor tightaning e mounting bt
Route the wires and cables properly (page 1-9).

(2) THRUST MOUNTING.
RUBBERS e}
(3) MOUNTING

(1) THRUST MOUNTING
RUBBERS

(3) MOUNTING RUBBERS

(1) MOUNTING COLLAR
0

(2) SUB FRAME
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ngmn the all fasteners to the specified torque.

TV ENGINE RARGER (37508 FRAME |

BOLTS
msme oUsTINe sol 1
™ 3545 kym. 2532 1)

ENGINE SToPPER LINK S0LT ) NOUNTING 8oL
m (50-6.0 kym 3643 fib)

Fill the transmission to the proper level with the recommend:
od oil (page 3-12).
Fill the cooling system with the recommanded coolent (page

)

Prform the following npections and adustments
Ol control cable adjustment (pa

Oil pump and oil outlet fine air mumm; (page 24)

Clutch adjustment (page 3-17).

Throttle operation (page 3-4).
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