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SERVICE INFORMATION
GENERAL

ft linkage service work, the engine must be rer
© Refer tos

moved from the frame (see section 5).
ection 10 for gearshift fork and drum servicing,

TORQUE VALUE
Shift drum center pin 21-25 Nom (2.1-2.5 kgam, 15-18 feib)
TROUBLESHOOTING

Crankshaft n

Conne eclmqmdmgendhnrmqwom n
- Connecting re

0d bent.
Crankshaft main ymmu\ bearing worn.
Jumps o
S fork et or damaged,
- Shift fork shaft bent.
- Shift claw bent.
Gear engagement dogs or slots worn.
* Shift drum cam grooves damaged.
Hard to shift
Qlnch adustment incorrect

K bent or damaged.
S ok e o
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GEARSHIFT LINKAGE REMOVAL

GEARSHIFT PEDAL REMOVAL
Shift the transmission into neutr
Remavethe pedat bt and 1 peda from the shat

GEARSHIFT LINKAGE REMOVAL
Drain the transmission oil (page 3-12)
Femove the ngie rom the frame {section 5)
Remove the five gearshift linkage case bol
Remove the linkage case while pushing on e shiftshaft

Remove the dowel pins and gasket
Remove the gerahit shaft ssembly from the crankcase
Remove the collar.

Remove the thrust washer, snap ring and return spring from
aft.

the shs

o

o

[ coL LRI SAIFT SHAF TassemsLY
- — -

(1) SHIFT SHAFT (2) SNAP RING

(3) RETURN
SPRING

A

@ THRusT % L)
WASHER
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emove the two guide plate mounting bolts and the guide
plate and drum shifter as an assembly.
Remove the drum shifter

ratchet pawls, plungers and springs
from the guide plate.

Remove the stopper arm mount bolt, stopper arm, thrust
‘washer and arm spring,
Remove the guide plate collar

Remove the shift drum center pin, drum center and dowel pin
from the shift drum

GEARSHIFT LINKAGE INSPECTION S— I RIEERETAR.
Check all parts for wear or damage. £1) RATCHET PAWL. / SPRING.

Check the springs for weakness ° @ISHIFT SHAFT
Replace if necessary ®) sTOPPER ARM &
wkwc\ >

@) PAWL
PLUNGERS

(5 RATCHET PAWL

(7)RATCHET SPRINGS

© DRUM SHiFTER ‘
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GEARSHIFT LINKAGE INSTALLATION

GEARSHIFT LINKAGE INSTALLATION

Install the stopper arm spring, thrust washer and stopper arm
ith the bolt,

Install the dowel pin onto the shift drum.
Align the groove in the drum center with the dowel pin
on the shift drum and install the drum center while pressing
the stopper arm down with a screwdriver.

hooly :mm 9 locking sgent 1 the drum canterpin and tighten
the
TORQUE: 2126 Nem (2.1-2.5 kg-m, 15-18 ftb)

Install the springs, plungers and ratchet pawls onto the drum
shifter

(1) RATCHET PAWL

(2) DRUM SHIFTER

(3) PLUNGER (4) SPRING
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Install the drum shifter onto the guide plate while pressing
the ratchet pawls into the drum shifter as shown.

lign the hole in the drum shifter with the drum center pin
mbly.

Tighten the two guide plate mounting bolts.

Inatalthe collar onto the dum ke
tall the return spring. snap ring and thrust washer onto the
smu at,
i the shift shaft with the collar on the drum
erlliod bt assembly.

Install the two dowel pins and a new gasket.

Install the gearshift linkage case and tighten the five bolts
Check the gearshift linkage operation.
Install the engine in the frame (section 5).
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GEARSHIFT PEDAL INSTALLATION
Install the shift pedal noto the shaft, aligning the punch marks.
Tighten the pedal bolt.
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